


WL10TS (with optional side extensions)

WL6SS
6 TON

WL6S0 WLSTS WLSTO WL10TS
6 TON BTON BTON 12 TON

SINGLE AXLE  SINGLE AXLE TANDEM AXLES TANDEM AXLES TANDEM AXLES
WITH SIDES  NO SIDES WITH SIDES NO SIDES WITH SIDES
Hoist Capacity 12 000 Ib. 12000 Ib. 16 000 lp. 16000 Ib. 24000 Ib.
Cylinder Stroke 87" 87" 87" 87" 102"
Hubs (2)-60001b. (2)-60001b. (4)-60001D.  (4)-6000(b.  (4) 8000 Ib.
Tilt 48 Degrees 48 Degrees 48 Degrees 48 Degrees 48 Degrees
Box Size 6%:x10 6x10 B'=10 6x10 7iR=10
Tubing Size Ox3x0188 5x3x(0188 5x3Ix0188 5x3Ix0188 6Ex4x(.188
Tire Size 1IL=x158Ply 11L=158Ply 11L=158Ply 11L=158Ply 12.5L>1510Ply
Weight 2015 1b. 2015 1b. 2560 Ib. 2240 |b. 3395 Ib.
Floor Plate i i W W W
Side Height 24" Mone 24" Mone 24"
Centre Track Width 62" 62" 0" 70" 72"
Qverall Height - Top of Side
to Ground Spindles 56" 30" 60" 36" 68"
Jack Capacity 2000 Ib. 2000 1b. 2000 1b. 2000 Ib. 7000 Ib. Drop Leg
Optional Side Extensions 24" None 24" None 24"



Today’s farming
demands higher
capacity, versatility &

time savings.

These wagons and trailers meet all of these
criteria. From forage collection to grain transport, the
Super-Tilt was designed and built with versatility in mind.
With large self opening rear doors and a 47 degree tilt, the

Super-Tilt is a natural choice for today’s forage collection.
Now, lock down the rear door and open the grain chute
and you have a large capacity efficient alternative to
conventional gravity wagons all in the same unit. With
capacities from 14 to an amazing 23 tons,
these dumpers can take
whatever you can
throw at them - it's
no wonder they call
them Super-Tilt.
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integrated jack )




WL14SBW WL14SBT
14 TON 14 TON

WL21SBW
WL23SBW

WL21SBW WL21SBT
21 TON 21 TON

WL21SBT
WL23SBT

WL23SBW WL23SBT
23 TON 23 TON

BOX & WAGON TRAILER BOX & WAGON TRAILER BOX & WAGON TRAILER
Hoist Capacity 14 Ton 14 Ton 21 Ton 21 Ton 23 Ton 23 Ton
Cylinder Stroke 74 74 74 74 88" 88"
Tire Size Hubs 8 Bolt 8 Bolt 8 Bolt 10 Bolt 8 Bolt 10 Bolt
Tilt 47 Degrees 47 Degrees 47 Degrees 47 Degrees 47 Degrees 47 Degrees
Box Size 7' x16 7' x 162 1'x18 7'x18 T'x 20 7l x 20
Tubing Size 6> 4x0188 6x4x0188 10=x4x0.250 10 x4 x0.250 10 x4 x0.250 10 x4 x0.250
Weight 7850 Ih. 7900 Ih. 10 470 Ib. 10600 Ib. 10570 Ib. 10 860 Ib.
Floor Plate 3" 3" 3" 3" 3" 3"
Sides faby & faby & faby 6 fsby 6 faby 6 Ysby €
Centre Track Width 85" 84 a7 84 a7 a4
Box Height from Ground 122" 124" 125" 126" 125" 126"
Spindles 3 3 3 4" 4

Optional Side Extensions
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WL21HDT
WL23HDT

(shown with optional
front mount hoist)

WL21HDT WL23HDT
21 TON 23 TON
TRAILER TRAILER
Hoist Capacity 21 Ton 23 Ton
Cylinder Stroke 74" 8g"
Tire Size Hubs 18.5x225(10)Bolt  18.5x22.5 (10) Bolt
Tilt 51 Degrees 51 Degrees
Box Size 7'x18 T'x18
Tubing Size 4x10x0.250 4x10=0250
Weight 10,700 Ib. 11,200 Ib.
Floor Plate " i (Optional %"
Sides %fe' by 36" %' by 36"
Centre Track Width ar 8r
Box Height from Ground 91° 91
Spindles 4 4
Optional Front Mount Hoist 30 Ton 30 Ton
Optional Hydraulic Tailgate  Available Available

Built to take
on the densest,
toughest loads.

These trailers stand up and dump
where others are left in the dirt. The floor
of the box has been upgraded to ¥ inch
steel to take the abuse of these heavy loads.
If you need even more durability, you have the
option of 3/8" steel floor. Designed to take on
the punishing task of dumping gravel, these
heavy-duty trailers can easily handle what-
ever you throw at them. For even mare lifting
power there is the option for a front mount-
ed hoist, which increases hoist capacity
to an incredible 30 tons. For sloppy or
difficult loads there is an optional
hydraulic tailgate to give you even
more control.

If you need a trailer to dump
the toughest loads don't get left in
the dirt, get a Heavy Duty Super-Tilt.

Weber-Lane Manufacturing
R.R.4 Listowel, ON Canada N4W 3G9
Tel. (519) 291-5035
Fax: (519) 291-5281
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